**EAVE SEALANT DETAIL**

Butyl sealant must come in contact with the drip edge to form a weathertight seal.

**FIELD NOTCH PANEL LEGS AND BEND PAN TO FORM OPEN HEM**

**NOTE:**

Reference typical trim lap sections.

**NOTE:**

Do not use this detail on roof slopes less than 3:12.

**LOW FLOATING CLIP (HW-220)**

**BATTENLOK HS PANEL**

**1/4-14 x 1 1/4 SELF-DRILLER W/O WASHER (FASTENER #18)**

*(2) PER CUP*

**ZEE PURLIN**

**1/4-14 x 7/8 LONG-LIFE JAPERN W/ WASH [FASTENER #1]*

**OUTSIDE CLOSURE**

**12-14 x 1 1/4 LONG-LIFE SELF-DRILLER W/ WASHER (FASTENER #1)**

**LOW FIXED EAVE PLATE (HW-7600)**

**EAVE STRUT**

**LOW WALL PANEL**

**EAVE TRIM W/DROP EDGE [T-5151]**

Butyl sealant between panel ribs (HW-540)

**1 1/2”**

**1 1/2”**

**1”**

**1/2”**

1. **EAVE END OF PANEL**

2. **BATTENLOK HS PANEL**

3. **NON-SKINNING BUTYL SEALANT (HW-540) BETWEEN PANEL RIBS**

4. **1 1/2” MAX**

5. **WALL PANEL THICKNESS**

6. **12”**

7. **2”**

8. **ZEE PURLIN**

9. **1/4-14 x 1 1/4 SELF-DRILLER W/O WASHER (FASTENER #18)**

*(2) PER CUP*