THERMAL BARRIER AS REQ'D. BY CODE (NOT BY MBCI)

INTERIOR JOINT TRIM
#14 FASTENER (1) PER CLIP WALL PANEL CLIP [4633]

HPCI BARRIER™ WALL PANEL

METAL STUD FRAMING
(NOT BY MBCI)

URETHANE SEALANT CONTINUOUS 3/8” BEAD TOOLED TO FORM A FILLET
1/8 x 3/8 POP RIVET [FASTENER #14A]
@ 24” O.C.

1” x 1/8” TAPE SEALER [7300]

EXTERIOR CLADDING (NOT BY MBCI)

SUB-FRAMING & FASTENERS (NOT BY MBCI)

EXTERIOR JOINT TRIM

1/4” 1/4” 1/2”

1/4-14 x 7/8” LAPTEK W/ WASHER [FASTENER #4A] @ 8” O.C.

F.I.P. INSULATION (NOT BY MBCI)

VERTICAL PANEL JOINT

NOTE:
SUB-FRAMING MEMBERS TO BE INSTALLED HORIZONTALLY OR VERTICALLY AS REQUIRED FOR ATTACHMENT OF EXTERIOR CLADDING. ATTACHMENT FASTENERS TO BE AT LEAST 3” FROM ANY HORIZONTAL PANEL JOINT.