CFR Insulated Roof Panel
Parapet Rake - Masonry Wall

Masonry Wall (Not by MBC)
- Fill Reglet Groove With Urethane Tube Sealant HW54
- Reglet Trim F5909
- Parapet Rake Trim F3440
- Fastener #4 1/4-14 x 7/8" LL SD W/Washer at 8" O.C.
- Rake Zee F3444 With Tape Sealer 1/2" x 1" 7405 Top and Bottom

Panel Clip With Clip Sealant Tape 7412

CFR Insulated Roof Panel

Clip Fasteners (Quantity as Specified)

Through Panel Fastener W/ Sealing Washer at 1'-0" O.C.
- Fastener #12A 12-14 x 1" Pancake SD W/O Washer (2) per Connection at Each Purlin

Zee Purlin

Installation Direction

Field Saw-cut (Not by MBC)
- Tape Sealer 1/2" x 1" 7405
- Fastener #45 14-13 x 1 3/4" LL Deck Screw at 8" O.C. (Pre-drill 3/16" Ø Hole at 1 1/2" Deep)

Field cut and Turn top Panel Skin up 1"

Loose Fill Insulation or Field Applied Foam (Not by MBC)

Non-Skinning Butyl Tube 7100 8" Bead

Sheeting Angle