**Interior Head Trim**

<table>
<thead>
<tr>
<th>Wall Panel Thickness</th>
<th>Part Number</th>
</tr>
</thead>
<tbody>
<tr>
<td>1 1/2&quot;</td>
<td>F5235</td>
</tr>
<tr>
<td>2&quot;</td>
<td>F5236</td>
</tr>
<tr>
<td>2 1/2&quot;</td>
<td>F5237</td>
</tr>
<tr>
<td>3&quot;</td>
<td>F5238</td>
</tr>
<tr>
<td>4&quot;</td>
<td>F5239</td>
</tr>
<tr>
<td>5&quot;</td>
<td>F5240</td>
</tr>
<tr>
<td>6&quot;</td>
<td>F5241</td>
</tr>
</tbody>
</table>

**Wall Panel Thickness**

- **Part Number**
  - F5238
  - F5239
  - F5240
  - F5241

**Framing Member**

- **Fastener #12A**
  - 12-14 x 1" Pancake SD W/O Washer at 5'-0" O.C.

**Non-Skinning Butyl Tube (Vapor Sealant)**

- IMP7100 Continuous

**Exterior Head Trim**

- F5044

**Urethane Tube Sealant**

- HW54_ Continuous

**Fastener #14**

- 3/8" x 3/8" Pop Rivet SS at 8" O.C.

**Continuous Urethane Tube Sealant**

- HW54_ With Marriage Bead to Vertical Sideloap Sealant

**Through Panel Fastener**

- With Washer at 1'-0" O.C.